
Brake Hose Component Part Type Certification 
to FM VSSI 06 and Compliance to SAEJI4O1 

1) Component: 
Flexible Brake Hose with permanently attached end fittings. 
Replacement/New brake hose assemblies in connection with the 
series production braking systems or After Market replacement brake 
kits or components. 

2) Range of Use: 
Vehicle Type: Passenger Vehicle, Motorcycle, Military and Light Goods, 
UTV/ATV and Snowmobile. 

3) Identification: 
Identification mark DOT GL201 6-1 printed onto a shrinkable label and 
applied to hose. 

4) Technical Data: 
Stainless Steel Braided Outer, with PTFE inner liner, optional PVC outer cover. 
External Diameter without protective cover - 6.5mm & 8mm nominal, Internal 
Diameter - 3.5 mm (1/8") & 5mm (3/1 6") nominal. 
Crimp Collars - Mild Steel (plated), Stainless Steel or Brass (plated) 
Crimp Collar Insert - Nylon 
End connectors - Mild Steel (plated), Stainless Steel or Brass (plated) 
Hose Outer Cover (optional) - PVC Clear/Coloured. 

5) Basis of Testing: 
FMVSS1O6 and SAEJ14O1 
To include the following performance tests. 
4.1 (S5.3) - Test Condition of hose assemblies. 
4.2 Test Procedures. 
4.2.1 100% Pressure Test. 
4.2.2 (S5.3.1) Constriction Test. 
4.2.3 (S5.3.2) Volumetric Expansion Test. 
4.2.4 Burst Strength Test. 
4.2.5 (S5.3.9) Brake Fluid Compatibility, Constriction & burst strength Test. 
4.2.6 (S5.3.3) Whip Test, 
4.2.7 (S5.3.4) Tensile Test. 
4.2.8 Cold Bend Test. 
4.2.9 (S5.3.10 & S5.3.11) Ozone Test & Dynamic Ozone Test. 
4.2.10 (S5.3.13) Salt Spray Test. 
4.2.11 (SS.3.5& SS.3.6) Water Absorption Test. 
4.2.12 (S5.3.12) Hot Impulse Test. 
S5.3.8 Low Temperature Resistance Test. 

6) Instructions & Conditions concerning the inspection of changed/ 
replacement components/Hose assemblies. 
An inspection check must be carried out to ensure that the vehicle which is 
being submitted complies with the construction designs described in this 
document with regard to components used and that it falls within the range of 
applications detailed in point 2. 
The tests are to include those concerning the correct fitting of the brake hose 
assembly, at least one function/ tightness test must be carried out. 
Bump and Rebound deflection processes as well as steering movements must 
not lead to twisting or kinking of the hose. The standard original connection 
points must be used. The hose assembly must be fitted to ensure it is chafe 
and tension free, even during maximum bump and rebound deflection. 
It may be necessary to submit the vehicle with the replacement hose installed 
for compliance confirmation at an authorisd dealership. We recommend that 
this confirmation/report is retained after the inspection of change. 

7) Declaration: 
It is hereby certified that testing has been carried out in accordance with 
FMVSS1O6 & SAEj1401. 
All test conditions & requirements have met the requirements of FMVSS1 06 
and SAEj1401. 

Prepared by EBC Brakes 


